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Polypropylene Ball & Nozzle Valves

1" Chemical Nozzle Valves
UVA100 Hose end Nozzle Valve for use with ag 
chemicals and many other chemicals. Incorporates 
the “Single Union Poly Ball Valve”. Polypropylene 

material is resistant to most chemicals and 
fertilizers. 45 degree spout assembly will fit 

& stay put in any tank opening. Has Full 
Flow Ball with 1" FPT Inlet.

• Glass filled Polypropylene resists corrosion.
• Stainless handle, spring and pin 

• Teflon® pin bushing 
• Viton® rubber parts 

• Padlock capability 
• 1" FPT Inlet

Locking Handles for 
Banjo Valves

VL20153L fits V125FP, V150, & 
V200.  VL25153 fits V200FP,  V204FP,  
V300, V300FP, V400, VFMT200FP & 
VFMT200FPSH.Polypropylene with 
Stainless Steel Hardware

Note: 500KA-201 Master Padlock is 
not included.

VN100

Part No.  Net Ea.
TK UVA100 1" Poly Ball Valve Nozzle $ 28.00 
TK VN100 1" Poly Nozzle Valve ...... 52.00 
FR F0236 Anti-Drip Nozzle Spout .. 26.25 

Part No. Net Ea.
TK VL20153L $ 16.40 
TK VL25153 27.75 
MR 500KA-201 7.20

E0326

F0236 Anti-Drip  
Nozzle Spout for  
Banjo™ Nozzles
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VN100 
Capacity to 40 GPM 

- 75 PSI Maximum Pressure

Bottom & Side Load 3-Way
POLYPROPYLENE Ball Valves

• Precision molded in polypropylene. 
Reinforced with fiberglass.

• Self-aligning ball & Teflon® seats. 
Valve opens & closes with very little 
pressure on handle.

• Viton®  “O” ring stem seal.

• Teflon® self-lubricating stem bushings 
and seats cannot stick or bind.

• Stainless Steel Bolts.

• 100 PSI rating.
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BOTTOM LOAD:
Directional flow, right or left.

Valve can be turned off to stop flow.

SIDE LOAD:
Directional flow, right or left.
Valve cannot be turned off.

 3-Way Valve Handle Pipe Flow 
Part No. Description Type Size Size Net Ea.
TK V075BL 3/4" Bottom Load T 3/4" 1" $ 43.00 
TK V100BL 1" Bottom Load T 1" 1" 43.00 
TK V125BL 1-1/4" Bottom Load T 1-1/4" 1-1/2" 67.00 
TK V150BL 1-1/2" Bottom Load T 1-1/2" 1-1/2" 67.00 
TK V200BL 2" Bottom Load 9” Straight 2" 2" 83.50
TK V075SL 3/4" Side Load 3” Straight 3/4" 1" 43.00
TK V100SL 1" Side Load 3” Straight 1" 1" 43.00 
TK V125SL 1-1/4" Side Load T 1-1/4" 1-1/2" 67.00
TK V150SL 1-1/2" Side Load T 1-1/2" 1-1/2" 67.50
TK V200SL 2" Side Load 5” Straight 2" 2" 83.50 
Valves with straight handles available. 
 

• 3-way design diverts flow 
to either outlet; no shut off.

• Wetted parts: glass-reinforced 
 polypropylene, Teflon and Viton®.

• 5 PSI pressure loss at 24 GPM flow.

• 125 PSI operating pressure.

344M - Manually Operated 3-Way
POLYPROPYLENE Ball Valves
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  Valve Outlet  
Part No. Ports Style Ports Net Ea.
SS 344M3-3/4PP 3/4" 3-Way Two $ 39.00 
SS 344M3-1PP 1" 3-Way Two 39.00 
SS 346M3-1-1/4PP 1-1/4" 3-Way Two 63.00 
SS 346M3-1-1/2PP 1-1/2" 3-Way Two 63.00

IND

Viton® is a registered trademark of DuPont Performance Elastomers
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Ball Valve
 Handles

Part No. Valve Size Wt. Net Ea.
TT BVH26 2”, 6-Bolt 1 lbs. $ 28.50 
TT BVH36 3”, 6-Bolt 1 lbs. 29.50

Designed to hold ball valves steady and 
secure. Allows for positioning of hose with less 
effort. Fits 6 bolt ball valves in 2” or 3” sizes. 
Handle is 1” diameter x 5-1/2” long. Welded 
steel construction.

http://www.dultmeier.com/prod-search.asp?searchstring=TKUVA100
http://www.dultmeier.com/prod-search.asp?searchstring=TKVN100
http://www.dultmeier.com/prod-search.asp?searchstring=FRF0236
http://www.dultmeier.com/prod-search.asp?searchstring=TKVL20153L
http://www.dultmeier.com/prod-search.asp?searchstring=TKVL25153
http://www.dultmeier.com/prod-search.asp?searchstring=MR500KA-201
http://www.dultmeier.com/prod-search.asp?searchstring=TKV075BL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV100BL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV125BL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV150BL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV200BL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV075SL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV100SL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV125SL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV150SL
http://www.dultmeier.com/prod-search.asp?searchstring=TKV200SL
http://www.dultmeier.com/prod-search.asp?searchstring=SS344M3-3/4PP
http://www.dultmeier.com/prod-search.asp?searchstring=SS344M3-1PP
http://www.dultmeier.com/prod-search.asp?searchstring=SS346M3-1-1/4PP
http://www.dultmeier.com/prod-search.asp?searchstring=SS346M3-1-1/2PP
http://www.dultmeier.com/prod-search.asp?searchstring=TTBVH26
http://www.dultmeier.com/prod-search.asp?searchstring=TTBVH36

