
DULTMEIER SALES  •  OMAHA, NE    (800) 228-9666  •  www.dultmeier.com  •  DAVENPORT, IA    (800) 553-6975     E0422

Skid Mounted Spraying Systems

“Space Saver ®”
Skid Mounted Spraying Systems

50 & 100 Gallon Models

 Standard Features Include:
• These Compact Units Fit in Front End of Pickup Bed Between Cab & 

Wheel Wells - 2/3 of Your Bed Remains Open!
• Hose Reel Positioned for Convenient Access from Right Side of Bed.
• Heavy-Duty Welded Skid Frames with Extra-Tough Powder Coat Paint Finish.
• Honda Engines (Other engines available).
• Hypro Roller or AR Diaphragm Pumps.
• Hannay Hose Reels with 300’ of 1/2” 600 PSI Chemical Hose & Spray Gun.
• Skid Units Include Strainer, Valves, Agitation, Pressure Regulator, Gauge 

(when required) and Spray Gun.
• Can Be Customized with Any Pump Unit Fitting On a 12" x 30" Baseplate.

Great for Weed, Insecticide, Fungicide & Fertilizer 
Spraying and Many Other Uses!

DU 1A004 Standard Features: Hypro 7560NR Roller Pump with 5.5 HP 
Honda • 50 Gallon Tank • Manual hose reel with 300' of 1/2" 600 PSI hose 
& lawn spray gun • Rated to 11.2 GPM @ 150 PSI.

DU 1A003B Standard Features: Hypro 7560NR Roller Pump with 5.5 HP 
Honda • 100 Gallon Tank (50 gallon available) • Manual hose reel with 300' 
of 1/2" 600 PSI hose & lawn spray gun • Rated to 11.2 GPM @ 150 PSI.

DU 1A003BE Standard Features: (Same as 1A003B except with a 12 
Volt electric hose reel).

DU 1A008 Standard Features: AR  Diaphragm Pump with 5.5 HP Honda • 100 
Gallon Tank (50 gallon available) • Manual hose reel with 300' of 1/2" 600 PSI 
hose & turbo adjustable spray gun • Rated to 10 GPM @ 580 PSI.

DU 1A008E Standard Features: AR Diaphragm Pump with 5.5 HP Honda  
• 100 Gallon Tank (50 gallon available) • 12V electric hose reel with 300' 
of 1/2" 600 PSI hose & lawn spray gun • Rated to 10 GPM @ 580 PSI.

Unit Dimensions
 Length Width Height
 3'9" 3'2" 4'0"

These Compact Sprayers are made to use in tight spaces.
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    Standard Wt.
Part No. Gallons Standard Pump  Hose Reel Lbs. Net Ea.
DU 1A004 50 7560NR Roller, 
     5.5 HP Honda...... * Manual/Crank 375 $ 4114.00 
DU 1A003B 100 7560NR Roller, 
     5.5 HP Honda...... * Manual/Crank 400 4307.00
DU 1A003BE 100 7560NR Roller, 
     5.5 HP Honda...... 12 Volt Electric 400 4774.00
DU 1A008 100 403 Diaphragm, 
     5.5 HP Honda...... * Manual/Crank 360 4182.00
DU 1A008E 100 403 Diaphragm, 
     5.5 HP Honda...... 12 Volt Electric 400 4695.00
* Hose Roller Assembly & bottom mount bracket (DU HRA1) also available.

DU 1A0010: Rated to 4.5 GPM @ 275 PSI. Standard with Udor Diaphragm 
pump and 4 HP Honda engine. Includes 200’ of 3/8” spray hose.

DU 1A0011: Rated to 7 GPM @ 350 PSI. Standard with Udor Diaphragm 
pump and 4 HP Honda engine. Includes 100’ of 1/2” spray hose.

DU 1A009E-A: Rated to 10.6 GPM @ 580 PSI. Standard with AR Diaphragm 
pump and 5-1/2 HP Honda engine. Includes 100’ of 1/2” spray hose.

   Wt. 
Part No. Output Engine Lbs. Net Ea.
DU 1A0010 4.5 GPM @ 275 PSI 4 HP 210   $ 4005.00 
DU 1A0011 7 GPM @ 350 PSI 4 HP 210 4202.00 
DU 1A009E-A 10 GPM @ 580 PSI 5-1/2 HP 215 4067.00 
DU 1A009E-AF *10 GPM @ 580 PSI 5-1/2 HP 215 4166.00
* AF Model includes inlet valve on pump suction side (to pull water into tank from            
 storage tank - using diaphragm pump.

Low Profile Skid Sprayers

  Standard Features Include:
• Compact Size, 32” W x 44” L x 40” H

• 68 Gallon Low Profile Water Tank with Agitator

• Manual Hose Reel

• Honda Gas Engine

• AR or Udor Diaphragm Pump with Pressure Control

• Quick-Fill Water Tank

• 100’ of 1/2” Chemical Resistant Spray Hose

• Adjustable Pattern Spray Wand

• Tank Strainer

• Pre-Plumbed and Ready for Use

Compact Skid Sprayers for a wide range of applications. Ideal for pest 
control, lawn and turf, brush fire control, tree spraying and much more. 
Heavy-duty aluminum skid frame is designed to be forked or lifted into 
place. Easily fits into pickup beds or all terrain vehicle beds such as Polaris 
or Gator. Manual hose reel holds up to 100’ of 1/2” or 200’ of 3/8” spray 
hose. Can be top filled from lid opening also. * Quick-fill option is included 
for filling tank from garden hose water supply. 

200 Gallon Skid Units & Dual 100 Gallon 
Skid Units are also available!
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