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Spray Guns • Nozzles

JD9-C Heavy Duty Spray Gun Features:
• Adjustable. Quickly & easily adjusts from a fine mist to a long 

distance pencil-like stream.

• Rugged Construction. Precision machined out of stainless 
steel. Rated to 1,000 psi and has 3/4" FGHT inlet.

• Comfortable. Crafted for comfortable use all day long. Trigger 
lock included for continuous spraying. Drip-free shut off.

• Versatile. Will handle a wide range of tips & nozzles, Root 
Feeder attachments & accessory fittings.

GES-505 Economy Model Spray Gun Features:
• Aluminum Construction.
• 1/2” FPT Inlet.
• Rated to 800 PSI.
• Accepts the same tips, nozzles, accessories & repair parts 

as the JD9-C.
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JD9-C & GES-505 Spray Guns:
Part No. Description Net Ea.
JH 38500 JD9-C Spray Gun with 38602 tip .............. $ 167.00 
JH 38501 JD9-CT Spray Gun tapped for pressure 
 gauge with 38602 tip (gauge not included) 173.80 
JH 38505 GES-505 Spray Gun with 38602 tip .......... 96.00 
JH 38510 Spray Gun Repair Kit ................................ 13.75 
JH 38511 Spray Gun Repair Kit with Teflon valve seat 28.50 

Stainless Nozzle Tips for JD9-C & GES-505 
Spray Guns: 
Fine Mist to Pencil-Like Stream
Part No. GPM Range Net Ea.
JH 38606 0.3 - 1 GPM $ 16.10 
JH 38605 1 - 3 GPM 16.10 
JH 38604 2 - 5 GPM 16.10 
JH 38602 3 - 8 GPM 16.10 
JH 38603 10 - 19 GPM 16.10

Flooding Nozzles for JD9-C & GES505 
Spray Guns:
Part No. GPM Net Ea.
JH 38638 1/2 GPM $ 27.25 
JH 38637 1 GPM 27.25 
JH 38634 2 GPM 27.25 
JH 38636 2 GPM* 27.25 
JH 38633 4 GPM 27.25 
JH 38635 5 GPM 27.25
* Baseball Pattern.

 Spray Guns
A Must For Shrubs, Plants & Tree Care

Model 757 has a capacity of 13 GPM, up to 600 
PSI. It is a one hand gun with a double trigger 
action that turns on & off, or locks on. Twist spray 
pattern adjustment from mist to stream. Complete 
with an assortment of discs to regulate discharge 
volume. Aluminum construction.

Model 785 delivers up to 48 gpm at 800 PSI. Aluminum construction. 
Adjusts from a fine mist for close-up work to a solid stream for tall or distant 
targets with a simple twist of the wrist. Guns come with 8 orifice discs and 
brass barrel.
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Repair Kits
Part No. Description  Net Ea.
BN 1845 Repair Kit for 757 Gun ...................... $ 34.51
BN 5251846 Repair Kit for 785 Gun ...................... 31.72

Spray Guns
Part No. Description  Net Ea.
BN 757 Spray Gun .....................................  $ 190.90
BN 785 Spray Gun, Brass Barrel ................  494.90 
BN 785SS Spray Gun, Stainless Barrel ..........  591.00

Heavy-Duty Spray Guns

43LDX8, 43LDX10, 43LDX12 & 43LDX14
Interchangeable SS Spray Tips

DX-HSS Interchangeable Hardened Stainless Steel Spray Tips: Used with 
43H GunJet Spray Gun for spraying trees and other applications where maximum 
height spraying is required.
Maximum THROW in FEET (vertical) and GPM capacity on the several TIPS 
@ 200 PSI is as follows: DX8: 5-GPM & 39', DX10: 7-1/2 GPM & 42', DX12: 
10-GPM & 45', DX14: 12-GPM & 48'.

Heavy Duty GUNJET Spray Guns for field or tree spraying. 1/2” inlet. Trigger 
adjust with lock for wide angle to solid stream. 13” gun is 200 PSI and 7 
GPM max. 22” guns are 200-800 PSI and 14 GPM max. For tree spraying 
use DX nozzles listed below.

DXHSS Hardened Stainless Discs for Tree Spraying
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Part No. SS DX8HSS SS DX10HSS SS DX12HSS SS DX14HSS 
Net Ea. $ 14.30 $ 14.30  $ 14.30 $ 14.30

Part No.  Net Ea.
SS 43LAAL 13” Aluminum With D6 Disc ..................  $ 78.55
SS 43H-10 22” Brass GunJet with D10 Disc ...........  98.70 
SS 43H-AL10 22” Aluminum GunJet with D10 Disc ....  82.00

D6, D8, D10 and D12 Discs Available.
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http://www.dultmeier.com/prod-search.asp?searchstring=JH38500
http://www.dultmeier.com/prod-search.asp?searchstring=JH38501
http://www.dultmeier.com/prod-search.asp?searchstring=JH38505
http://www.dultmeier.com/prod-search.asp?searchstring=JH38510
http://www.dultmeier.com/prod-search.asp?searchstring=JH38511
http://www.dultmeier.com/prod-search.asp?searchstring=JH38606
http://www.dultmeier.com/prod-search.asp?searchstring=JH38605
http://www.dultmeier.com/prod-search.asp?searchstring=JH38604
http://www.dultmeier.com/prod-search.asp?searchstring=JH38602
http://www.dultmeier.com/prod-search.asp?searchstring=JH38603
http://www.dultmeier.com/prod-search.asp?searchstring=JH38638
http://www.dultmeier.com/prod-search.asp?searchstring=JH38637
http://www.dultmeier.com/prod-search.asp?searchstring=JH38634
http://www.dultmeier.com/prod-search.asp?searchstring=JH38636
http://www.dultmeier.com/prod-search.asp?searchstring=JH38633
http://www.dultmeier.com/prod-search.asp?searchstring=JH38635
http://www.dultmeier.com/prod-search.asp?searchstring=BN1845
http://www.dultmeier.com/prod-search.asp?searchstring=BN5251846
http://www.dultmeier.com/prod-search.asp?searchstring=BN757
http://www.dultmeier.com/prod-search.asp?searchstring=BN785
http://www.dultmeier.com/prod-search.asp?searchstring=BN785SS
http://www.dultmeier.com/prod-search.asp?searchstring=SSDX8HSS
http://www.dultmeier.com/prod-search.asp?searchstring=SSDX10HSS
http://www.dultmeier.com/prod-search.asp?searchstring=SSDX12HSS
http://www.dultmeier.com/prod-search.asp?searchstring=SSDX14HSS
http://www.dultmeier.com/prod-search.asp?searchstring=SS43LAAL
http://www.dultmeier.com/prod-search.asp?searchstring=SS43H-10
http://www.dultmeier.com/prod-search.asp?searchstring=SS43H-AL10

