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Adjustable Pattern Spray Wands

Adjustable Pattern Spray Wands
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   *Max.  Max.  
Part No. Length Flow †Orifice PSI Net Ea.
HY 3381-13A 12” 10 GPM 2.3 725 $ 76.00 
HY 3381-13 15"  10 GPM 3.0 725  89.50 
HY 3381-10 17"  25 GPM 3.0 870 134.00 
HY 3381-11 21”  30 GPM 4.0 870 184.00
HY 9910-110130 Replacement Hose Barb & Nut ...........  10.30 
HY 9920-248 Inlet Swivel, 1/2” MBSP & 1/2” FBSP ..  14.80
* Orifices May Need to Be Changed to Get Maximum Flow.

Unique spray wands allow for wide or narrow spray patterns. Simply moving the front handle allows for solid stream or wide fan 
spraying. Ideal for use in truck washing, industrial cleaning, tree spraying, lawn spraying, fire control and more. High flow rates allow 
for unlimited uses. Brass and chrome-plated construction. Maximum spray throws to 75 feet.

Backward Position for a Long Distant Jet Forward Position for a Cone Spray Pattern
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3381 Series Orifice       
Part No. (MM) Material 200 PSi 350 PSI 500 PSI 650 PSI 725 PSI Net Ea.
HY 3385-1500 1.5 Brass 1.3/21 1.7/25 2.0/28 2.3/32 2.4/32 $ 14.00 
HY 3385-2300 2.3 Brass 2.7/29 3.7/33 4.5/38 5.0/42 5.1/42  14.00 
HY 3385-3000 3.0 Brass 4.6/29 6.3/33 7.5/36 8.5/40 8.6/42 14.00 
HY 3385-3500 3.5 Brass 6.0/36 8.2/41 9.9/45 11.3/51 11.6/52 14.00 
HY 3385-4000 4.0 Nickel Steel 7.3/37 9.9/42 12.0/47 13.6/54 15.0/55 10.00 
HY 3385-4500 4.5 Nickel Steel 8.9/39 12.0/44 14.5/50 16.6/56 17.0/57 10.00 
HY 3385-5000 5.0 Nickel Steel 10.2/40 13.8/47 16.7/53 19.1/61 19.5/62 10.00 
HY 3385-5500 5.5 Nickel Steel 11.5/42 15.6/50 18.8/57 22.0/64 22.0/65 10.00 
HY 3385-6000 6.0 Nickel Steel 12.6/43 17.1/54 20.6/60 23.7/67 24.2/68 10.00 
HY 3385-7000 7.0 Nickel Steel 13.5/46 18.4/57 22.2/63 25.4/71 26.0/72 10.00 

† Nozzles for 3381 Series Wands

Gallons Per Minute / Maximum Throw Distance In Feet With Solid Pattern

3381 Series short and long handle spray wands. Rated from 100 to 870 PSI as 
noted. All wands have 1/2” hose barb swivel inlet and nozzle orifice as noted*. Other 
nozzles shown below can easily be changed out to meet your spraying needs.

3381-13 is 15” long and is rated to 10 GPM and 725 PSI. Comes with 3.0 nozzle.

3381-13A is 12” long and is rated to 10 GPM and 725 PSI. Comes with 2.3 nozzle.

3381-10 is 24” long and is rated to 25 GPM and 870 PSI. Comes with 3.0 nozzle. 

3381-11 is 21” long and is rated to 30 GPM and 870 PSI. Comes with 4.0 nozzle.

3381 Series Wands

22901 Series wands feature trigger wand handle and are rated up to 3,000 PSI. 
These models come with (1) spray nozzle as noted, (Other nozzle sizes are available).

22.901.161 is 21” long and is rated to 10 GPM and 3,000 PSI. Comes with 1.8 nozzle.

22.901.163 is 21” long and is rated to 25 GPM and 3,000 PSI. Comes with 3.0 nozzle.

22901 Series Wands

   Max. Max.  
Part No. Length Flow PSI Net Ea.
UD 22.901.161 21"  10 GPM 3,000 $ 253.00 
UD 22.901.163 21"  25 GPM 3,000 515.00 

22901 Series Orifice       
Part No. (MM) Material 1000 PSi 1500 PSI 2000 PSI 2500 PSI 3000 PSI Net Ea.
UD 68.1802.50 1.2 Ceramic 2.0 2.4 2.6 2.9 3.5 $ 12.20 
UD 68.1802.51 1.5 Ceramic 2.5 3.0 3.5 3.9 4.4 12.30 
UD 68.1802.52 1.8 Ceramic 3.5 4.1 4.7 5.3 5.9 12.30 
UD 68.1802.53 2.0 Ceramic 4.5 5.1 5.8 6.2 6.8 12.20 
UD 68.1802.54 2.3 Ceramic 6.0 7.0 8.0 9.0 10.0 12.20 
UD 68.1802.16 2.5 Ceramic 7.5 9.0 10.5 11.5 13.0 12.20 
UD 68.1802.17 3.0 Ceramic 10.0 12.0 14.0 16.0 18.0 12.20 
UD 13.1802.73 3.5 S.S. 13.0 16.0 19.0 22.0 26.0 18.00 

High Performance Spray Gun Nozzles
Gallons Per Minute

22.901.161
Spray Gun

22.901.163
Spray Gun
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