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PVC Fittings

PVC 
Male Adapter

(MPT x Slip)

PVC Female 
Adapter
(Slip x FPT)

Cement & Primer
for PVC Plastic Pipe

CHARACTERISTICS:

•  Slow Set—Heavy Body (For PVC pipe thru 12")

•  Product Color: Gray 

•  ASTM #D2564-76

•  Flash Point 6° F. Tag CC 

•  Steel Shank Dauber 

E1272E1272

Part No.  Net Ea.
RS 55217 1 QT. Cement with Dauber Cap ...... $ 24.40 
RS 55707 1 QT. Primer .................................... 15.75

Part No. Schedule Std. Pkg. Net Ea.
PL 435-3/4 40 50 $ 0.70 
PL 435-1 40 50 0.80 
PL 435-1-1/4 40 25 1.50 
PL 435-1-1/2 40 25 1.50 
PL 435-2 40 10 2.00 
PL 435-3 40 10 5.60 
PL 435-4 40 6 9.00 
PL 835-1-1/2 80 10  14.40 
PL 835-2 80 5 19.30 
PL 835-3 80 5 38.50 
PL 835-4 80 - 65.50 

Part No. Schedule Std. Pkg. Net Ea.
PL 436-3/4 40 50 $ 0.60 
PL 436-1 40 50 0.80 
PL 436-1-1/4 40 25 0.81 
PL 436-1-1/2 40 25 1.40 
PL 436-2 40 25 1.70 
PL 436-3 40 10 8.10 
PL 436-4 40 5 9.90 
PL 836-1 80 25 6.40 
PL 836-1-1/2 80 10 13.00 
PL 836-2 80 5 14.60 
PL 836-3 80 5 18.60 
PL 836-4 80 5 32.25
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PVC Manifold Flanged 
Socket Fittings

D

D

Part No. Description Net Ea.
TK M221GSA 2” Full Port Manifold Flange x  2” PVC Fitting ....  $ 12.00 
TK M301GSA 3” Full Port Manifold Flange x  3” PVC Fitting ....  18.70 
 

FEATURES:
• Fits Standard Banjo Flanged Valves & Fittings

• Quick & Easy Assembly

• Banjo Flange X PVC Slip Fittings

• Made of Schedule 80 PVC

• 1” & 2” Fitting Pressure Rated to 150 PSI @ 70° F.

• 3” Fitting Pressure Rated to 125 PSI @ 70° F.

PVC 45° Elbows 
Slip X Slip

Slip X Slip
Part No. Schedule *Std. Pkg. Net Ea.
PL 417-1 40 50 $ 1.60 
PL 417-1-1/2 40 25 2.60 
PL 417-2 40 10 3.60 
PL 417-3 40 - 8.70 
PL 417-4 40 - 20.20 
PL 817-1 80 50 CALL 
PL 817-1-1/2 80 25 12.60 
PL 817-2 80 5 12.90 
PL 817-3 80 5 32.25 
 

PVC 45° Street Elbows 
Slip X Socket

Slip X Socket
Part No. Schedule Std. Pkg. Net Ea.
PL 427-1 40 50 $ 0.81 
PL 427-1-1/2 40 25 1.92 
PL 427-2 40 10 2.52 
PL 427-3 40 - 9.80 
PL 427-4 40 - 21.35 
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Schedule 80 Fittings are Grey in Color. 
Schedule 40 Fittings are White in Color.

* Standard Pkg. Discount: 10%

Standard Pkg. Discount: 10%

Standard Pkg. Discount: 10%

Standard Pkg. Discount: 10%

Part No. Schedule *Std. Pkg. Net Ea.
PL 407-1 40 50 $ 1.50 
PL 407-1-1/4 40 25 2.20 
PL 407-1-1/2 40 25 2.40 
PL 407-2 40 10 5.20 
PL 407-3 40 8 14.05 
PL 407-4 40 4 20.80

Part No. Schedule *Std. Pkg. Net Ea.
PL 412-1 40 50 3.00 
PL 412-1-1/4 40 25 2.73 
PL 412-1-1/2 40 25 2.93 
PL 412-2 40 10 5.75 
    
   

90˚
ST Ells

- THREADED -

Plugs
- THREADED -

D
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PVC Elbows
(Slip x FPT)

D

Part No. Schedule *Std. Pkg. Net Ea.
PL 450-1 40 50 $ 2.00 
PL 450-1-1/4 40 25 2.40 
PL 450-1-1/2 40 25 2.60 
PL 450-2 40 10 3.50 
PL 450-3 40 10 6.00 
PL 450-4 40 - 13.80

Reducing Bushings
Slip X FPT Thread (Sch. 40)

      
Part No. Slip FPT Schedule *Std.Pkg. Net Ea.
PL 438-209 1-1/2" 1/2" 40 10 $ 2.30 
PL 438-210 1-1/2” 3/4” 40 10  2.30 
PL 438-249 2” 1” 40 10  3.00 
PL 438-251 2" 1-1/2" 40 10 3.00 
PL 438-338 3" 2" 40 10 5.20 
PL 438-420 4" 2" 40 6 11.20 
PL 438-422 4" 3" 40 6 10.60
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  Schedule 40 Schedule 80
 Nominal Working Working
 Size Pressure Pressure
 1/2 358 509
 3/4 289 413
 1 270 378
 1-1/4 221 312
 1-1/2 198 282
 2 166 243
 2-1/2 182 255
 3 158 225
 3-1/2 144 207
 4 133 194
 5 117 173
 6 106 167

Suggested 
Maximum 
Working 

Pressures

for Schedule 40 
and Schedule 
80 PVC Fittings. 
(Use as a general 
guide only. Actual 
allowable working 
pressures may 
vary widely with 
field conditions.)

IND  AG  

Standard Pkg. Discount: 10%

Standard Pkg. Discount: 10%

Standard Pkg. Discount: 10%
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