
FlowMate console Operation 
and calibration
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MODE SWITCH 

Switch  UP
VOLUME/MINUTE         
Displays flow per minute

Switch DOWN
TOTAL VOLUME 
Displays total flow

Switch UP
INCREASE
Raises calibration number 
or changes unit of measure-
ment

Switch DOWN
DECREASE
Lowers calibration number 
or changes unit of measure-
ment 

Hold Switch Down
RESET
Resets TOTAL VOLUME 
counter to zero (hold for 3 
seconds)

Hold Switch UP
FLOW CAL
Displays calibration value (adjust with 
INCREASE/DECREASE switch on right)

Hold Switch DOWN
ENG/METRIC
Displays gallons or liters (change with 
INCREASE/DECREASE switch on right)

Calibration

Manual calibration:
1. Select VOLUME/MINUTE mode on left switch.
2. Hold center switch up to display Flow Cal value.
3. Press right INCREASE/DECREASE switch up or down to set calibration value. 
4. Release switches.

Semi-automatic calibration:
1. Select TOTAL VOLUME mode on left switch.
2. Press and hold vright RESET switch until value is 0 then release switch.
3. Accurately fill a calibrated container. 
4. Hold center switch up to display Flow Cal value.
5. Press right INCREASE/DECREASE switch up or down to match measured 

volume in container.
6. Release switches.

Display Messages

bAd CAL
• memory error
• recalibrate unit

OFL
• volume counter is full
• hold RESET to clear

LP
• low power
• normal when turning 

unit off
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